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Block copolymer (BCP) nanocomposite systems are of broad interest; however, reports on the role of
nanoparticles on microphase separation behavior are rare. The goal of present study is to investigate the
preparation of composite nanostructured materials containing Multi-Walled Carbon Nanotubes
(MWCNTs) or graphene nanoplates. BCP nanocomposites based on the linear triblock copolymer, Poly-
styrene-b-poly(ethylene-butylene)-b-polystyrene (SEBS), with different morphological structure were
prepared by melt mixing. The results of temperature sweep experiments showed an enhancing effect of
both MWCNT and graphene nanosheets on increasing the microphase separation temperature as well as
accelerating its kinetic, resulting from the conﬁnement of BCP segments, with graphene nanosheets
providing a more severely conﬁned geometry for polystyrene segments in contrast to MWCNTs. Addi-
tionally, DMTA results indicated a promotion of the BCP microphase separation by incorporation of
nanoparticles. Transient ﬂow measurements followed by time sweep test suggested the existence of a
special 3D network microstructure caused by nanoparticles/domain interactions.
1. Introduction
For many years, block copolymers (BCPs) have attracted
considerable technological and scientiﬁc interests. This stems from
their self-assembly into mesophases with one-, two- or three-
dimensional periodic order. The ultimate morphology of block co-
polymers depends on the self-assembly phenomenon, which is
governed by thermodynamic incompatibility, chain connectivity
and relative length of blocks [1e8].
During the last decade, block copolymers have received special
attention in the ﬁeld of polymer nanocomposites due to their
outstanding physical and mechanical properties. It has been shown
that the presence of plate-like silicate layer in the BCP leads to
materials with complex microstructure, whose detailed features
depend on the degree of clay dispersion, microstructure of ordered
domains and afﬁnity between clay and individual blocks [9e14].
Carbon nanotubes (CNTs), because of their superb physical and
mechanical characteristics have been used as one of themost useful
building blocks candidates for producing new generation of com-
posite materials for a variety of applications [15]. CNT can induce
combinations of outstanding functional properties in the resulting
nanocomposites [16,17]. However, the degree of success to achieve
the prescribed targets greatly depends on the state of CNT disper-
sion, which is still a challenging issue for CNT ﬁlled polymer
composites [18]. This is mainly due to the strong Van der Waals
forces between nanotubes, which give rise to the formation of ag-
gregates, thus leading to many defects in the ﬁnal nanocomposite
[19]. In this regard, BCPs may provide an ideal platform for the
dispersion of CNTs, since one of the blocks might be designed to
interact well with CNT's walls, while the other block can be used to
induce the exfoliation of nanotubes by inducing repulsive in-
teractions between polymer-wrapped nanotubes [20]. Peponi et al.
[21] reported the use of dodecanethiol surfactant to sequester
octadecylamine functionalized single-walled carbon nanotubes
(ODA-SWCNTs) in the polystyrene phase of polystyrene-b-
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polyisoprene-b-polystyrene (SIS) block copolymer matrix, as
demonstrated by the enhanced glass transition of PS phase and also
morphological evolution by ﬁeld-emission scanning electron mi-
croscopy (FE-SEM) [22]. Ilcikova et al. reported on the preparation
of SIS BCP containing polystyrene-modiﬁed multiwalled carbon
nanotubes. The presence of polystyrene chains on CNT surface
improves the interaction at the ﬁller-polymer interphase and fa-
cilitates their dispersion in SIS matrix conﬁrmed by dynamic me-
chanical analysis [23].
Graphene, a monolayer of sp2-hybridized carbon atoms ar-
ranged in a two-dimensional honeycomb lattice is another rein-
forcing nanoﬁller that has attracted enormous interest during
recent years due to marked enhancement in the polymer me-
chanical properties already at low ﬁller fractions [18,24,25].
Although graphene has extensively been used as nanoﬁller to
produce nanocomposites with signiﬁcantly enhanced electrical and
mechanical properties, the number of works using graphene in
block copolymers is very low [26].
Polystyrene-b-poly(ethylene-butylene)-b-polystyrene (SEBS)
are elastomeric BCPs with unique properties, targeting a variety of
applications such as actuators, biomaterial, sensor, microcontact
printing, etc. In SEBS BCP, the ﬂexible rubber poly(ethylene-
butylene) blocks are anchored on both sides by the glassy poly-
styrene blocks and various morphologies (spherical, cylindrical,
lamellar) can be obtained by changing the molecular weight of the
polystyrene domain.
The objective of the present study is to examine how the com-
bination of the microstructure of SEBS block copolymers and the
geometry of nanoﬁller (CNT and graphene) could inﬂuence the
phase separation phenomena. In this paper, rheological measure-
ments, due to their great sensitivity to microstructural changes, has
been used as the main efﬁcient tool in probing microstructure
development of BCP hybrids [27]. The information extracted from
rheological measurements has been complemented by means of





polystyrene (SEBS), kindly supplied by Kraton Performance Poly-
mers, Inc. were used in this work. SEBS G1657, G1652 and 1537 are
linear triblock copolymers composed by 13 wt%, 30 wt% and 60 wt%
polystyrene block respectively. It should be noted that SEBS 1537
has indeed 30 wt% PS in the end blocks and the remaining 30 wt%
styrene is present in the almost random styrene/ethylene-butylene
midblock. In order to improve phase separation, the amount of
styrene in the SEBS 1537 just next to the PS end blocks is low.
Multi-Walled Carbon Nanotubes (MWCNTs) with the trade
name of Nanocyl NC 700 (average diameter of 9.5 nm, average
length of 1.5 mm and purity of 90%) and graphene nanosheets,
N002-PDR, from Angstron Materials (thickness <1 nm, average
diameter <10 mm, average aspect ratio of about 4000, surface area
of 400e800 m2 g1 and comprised of stacks of 1e3 monolayer
graphene sheets) were used as the dispersed phase. SEM images of
the pristine MWCNTs and graphene nanosheets are shown in
Fig. 1a and b. SEM analysis was carried out on an AIS-2100 from
Seron Co. (South Korea), operating at a voltage of 15 kV.
2.2. Nanocomposite samples preparation
All nanocomposite samples varying in MWCNT or graphene
content were prepared using the melt-compounding method in a
laboratory internal mixer (Brabender Plasticorder W50) at 220 C
with rotor speed of 80 rpm for 15 min.
2.3. Rheological measurements
Linear and non-linear viscoelastic measurements were per-
formed using a rotational and oscillatory rheometer (Paar Physica
UDS 200). All the measurements were conducted under nitrogen
atmosphere using parallel plate geometry with a diameter of
25 mm and a constant 1 mm gap under controlled shear defor-
mation oscillatory mode. The linear viscoelastic properties of
samples were studied utilizing small amplitude oscillatory shear
experiment over an angular frequency (u) ranging from 0.05 to
1000 s1 and ﬁxed strain (Y ¼ 1%). Measurements made at lower
strains were performed, but not used because of a too low signal-
to-noise ratio. On the other hand, it was veriﬁed that all samples
are in linear viscoelastic regime at a strain of 1%.
To study microphase separation of samples, temperature sweep
experiments were performed at a strain of 1% and u ¼ 1 s1 and a
cooling rate of 1 C min1 under nitrogen purge to avoid oxidative
degradation. Probing the transitional temperature by monitoring
the low frequency storage modulus as a function of temperature
during heating was not possible in our systems, due to the exces-
sive normal force applied on the plates of the rheometer.
The structural evolution of SEBS G1652 nanocomposite samples
were studied utilizing transient rheological experiments. Samples
were initially subjected to shear ﬂow with a constant shear rate 1
s1 for 500 s. Afterwards, in order to quantify the extent of block
copolymer nanocomposite restructuring, a time sweep experiment
was performed immediately after cessation of ﬂow and storage and
loss modulus wasmeasured against time in an angular frequency of
1 s1.
Dynamic mechanical analysis (DMA) was performed by using a
Diamond DMA Perkin Elmer analyzed in tensile mode at a fre-
quency of 1 Hz, temperature range from 80 to 140 C and heating
rate of 5 C min1 under nitrogen atmosphere using samples of
(20  11  1 mm) cut from compression molded sheets.
2.4. SAXS measurements
The morphology of block copolymers and their nanocomposites
samples were evaluated by small-angle X-ray scattering (SAXS).
The SAXS spectra were recorded using a NanoMax-IQ camera
(Rigaku Innovative Technologies, Auburn Hills, MI USA). The sam-
ples were kept under vacuum at room temperature during the
measurements. The scattering spectra are presented as a function
of momentum transfer, deﬁned by q ¼ 4pl1 sin(q/2) (where q is
the scattering angle and l ¼ 0.1524 nm is the photon wavelength).
2.5. TEM images
Transmission electron microcopy (TEM) images of the neat BCPs
and of the nanocomposite have been acquired by means of a JEOL
JEM 2100 operating at a voltage of 200 kV. The preparation of the
samples has been carried out by sectioning the samples using an
Ultracryomicrotome Leica EM UC7.
3. Results and discussions
3.1. TEM analysis
The objective of this work is the thorough characterization of








upon the addition of unmodiﬁed CNTs and graphene nanosheets.
Since all the nanocomposite samples have been prepared by melt
compounding, we ﬁrst performed a characterization by means of
TEM. Due to the elastomeric nature of the block copolymers, TEM
sample preparation required sectioning the nanocomposites using
an ultracryomicrotome. TEM images of selected samples are pre-
sented in Fig. 1. These images (c-e) show that the block copolymers
structure is barely visible without the use of staining, even though
some structural feature can be discerned. More interesting are the
images (f-h) of the nanocomposites, clearly showing a good
dispersion of both CNTs (f-g) and graphene nanosheets (h). At the
same time, no preferential positioning of CNTs and graphene
nanosheets in some block is visible, thus suggesting the tendency of
all nanoﬁllers to position themselves across the various BCP do-
mains, and to form interconnected networks (visible in Fig. 1f and
g). These ﬁndings conﬁrm that the melt compounding procedure
used to prepare the nanocomposites is effective in dispersing CNTs
and graphene nanosheets into the BCP matrices.
3.2. Morphological structure of BCPs by means of SAXS
Since TEM cannot be used to clarify the morphology of the BCPs,
and the effect of nanoﬁllers, SAXS has been used for this purpose.
Fig. 2 presents 1D SAXS plots for neat BCPs and their nano-
composite samples containing 0.5 wt% CNT or graphene nano-
particles. SAXS pattern is extensively used to identify the structural
morphology in BCP samples from the sequence of Bragg reﬂection
observed [37].
As it is observed in SEBS 1657 and SEBS 1652 SAXS patterns,
Bragg peak maxima space at angles for which the ratios qn/q1 are
equal to 1,√3,√7, indicating that both BCPs consist of cylindrical
domains spatially arranged in a 2-D hexagonal lattice. It is worth-
noting that by room temperature cooling used here (the prepared
samples were subjected to room temperature immediately after
processing at the temperature of 220 C), SEBS 1657 could not order
PS sphere domains in to the BCC lattice as the time required for
spherical ordering was not sufﬁciently long before the vitriﬁcation
PS domains [38].
Fig. 1. SEM images of: (a) MWCNTs, (b) graphene nanosheets, TEM images of BCPs and their composites: (c) neat SEBS 1537, (d) SEBS 1652, (e) SEBS 1657, (f) SEBS 1537 0.5 w% CNT,








The SAXS pattern of SEBS 1537 reveals a set of Bragg peaks
associated with lamellar morphology.
From angular averaged SAXS proﬁles, it can be noticed that no
changes were observed in the feature of the SAXS patterns upon
incorporation of CNT or graphene nanoparticles, thus suggesting
the BCPs retain their original structure and addition of nano-
particles could not disrupt the BCP ordering.
3.3. Melt state rheological behavior
In order to gain better characterization of the polymer structure
and also of the state of nanoparticles dispersion, linear viscoelastic
behavior of materials has been investigated using melt rheology.
Fig. 3 shows the results of storage modulus, G0, as function of
frequency (u) for the neat SEBS (G1657, G1652 and 1537) samples
measured at 220 C. It can be seen that the SEBS G1657 shows a
terminal behavior in the storage modulus vs. frequency at low
frequencies (G’~u2) which is the characteristic of block copolymers
in their disordered state while SEBS G1652 and SEBS 1537 show a
non-terminal behavior. Similar results have been reported in the
literature, where this was attributed to the 3-D network structure
formed by the domain interconnectivity, which is not completely
destroyed even at 220 C [11]. It can be observed that SEBS G1652 is
in the cylindrical ordered state, recognizable by the slope of 0.21,
which is the characteristic of block copolymer with cylindrical
microstructure. The storage modulus curve of SEBS 1537 is typical
of an ordered lamella structure having a non-terminal behavior
scaling as G’~u0.5 [11].
It has been well recognized that the addition of nanoparticles
can have an appreciable effect on the morphological development
of multiphase polymeric material [27]. The results of similar
experiment performed on SEBS G1657, SEBS G1652 and SEBS 1537
nanocomposites containing different MWCNT loadings are shown
in Fig. 4. It can be seen that while the 0.05 wt% MWCNT containing
SEBS G1657 sample exhibit a rheological behavior similar to that of
neat BCP SEBS G1657 matrix, the sample with 0.5 wt% MWCNT
concentration shows a pronounced low frequency nonterminal
storage modulus behavior whose extent is greatly enhanced in the
case of 1 wt% MWCNT ﬁlled SEBS G1657 nanocomposite sample.
Such a liquid-solid like transition is the indication of a strong three-
dimensional network structure formed between MWCNT-MWCNT
and/or MWCNT-matrix, which hinders the complete relaxation of
the matrix chains.
As can be observed, in SEBS G1652 and SEBS 1537 nano-
composite samples, the low frequency non-terminal behavior in-
creases as the content of MWCNT increases. By comparing the
results obtained for SEBS G1652 and SEBS 1537 with those dis-
cussed for SEBS G1657, onemay clearly notice that the effectiveness
of addition of MWCNT on enhancing low frequency storage
modulus decreases with increasing the ordering of block co-
polymers. These results can be explained in terms of the ability of
BCP chains to disperse MWCNT. It is well-known that the state of








MWCNT dispersion is highly dependent on the ability of matrix
chain molecules to diffuse in to CNT aggregates and force the CNTs
to be uniformly dispersed. Thus, both the thermodynamic afﬁnity
between CNT and matrix and the matrix viscosity can play an
important role in determining the degree of CNT dispersion.
Considering the viscoelastic results of the three BCPs discussed
in Fig. 3, it appears that chain mobility of block copolymers de-
creases with microstructural formation. Therefore, the degree of
MWCNT dispersion and hence, the extent of 3D network is ex-
pected to be reduced by increasing the microstructure ordering of
BCP.
Linear viscoelastic results obtained for SEBS G1657, SEBS G1652
and SEBS 1537 samples containing graphene are shown in Fig. 5. As
can be seen, SEBS G1657 nanocomposites containing graphene in
contrary to MWCNT ﬁlled ones, show similar terminal rheological
behavior to that neat BCP matrix. But in SEBS G1652 and SEBS 1537,
the presence of nanosheets increases the storage modulus, espe-
cially in the low frequency region whose extent increases with the
increase of graphene concentration. It is important to note that the
effective dispersion of graphene nanosheets depends not only on
the diffusion of polymer matrix between nanosheets, but also on
the extent of convective forces applied to the system during melt
mixing.
The absence of linear frequency elastic response in graphene
ﬁlled SEBS G1657 indicates that the mentioned block copolymer
chain molecules are not capable to intercalate graphene plates to
form a 3D network structure. This is probably because the matrix
viscosity and therefore, the shear stress involved during melt
mixing are not high enough for intercalation. This is well evidenced
by the results observed for SEBS G1652 and SEBS 1537 block
copolymer nanocomposites (Fig. 5b and c) which show a pro-
nounced non-terminal behavior as a results of highmatrix viscosity
and hence greater extent of intercalation compared to that of SEBS
G1657.
It has been demonstrated that rheology can be employed to
probe themicrostructural evolution of partiallymiscible blends and
block copolymers. There are several indicators of the trans-
formations occurring at the microscale. The order-disorder tem-
perature is one such indicator. It refers to the full transition
between an ordered and a disordered state. For some block co-
polymers, however, a full disordered state cannot be reached even
at high temperatures, before the block copolymer decomposes.
Therefore, a different indicator is sometimes used: the microphase
separation temperature, which is indicative of a transition between
a fully ordered and a partial disordered state. The microphase
separation temperature could be determined by monitoring the
evolution of storage modulus as a function of temperature.
Evidently, storage modulus linearly increases with decreasing the
temperature due to the lower chain mobility (Brownian motion of
the chains). As the temperature is decreased further and in the
vicinity of phase separation temperature, a distinct change in slope
is observed and storage modulus increases rapidly as a function of









The results of temperature sweep experiments performed on
block copolymers (SEBS 1657, SEBS 1652 and SEBS 1537) are shown
in Fig. 6. As can be observed the lamellar block copolymer shows a
sharp increase in storage modulus at temperature about 136 C
while the other two block copolymers show a smooth increase in
storage modulus as they reach to their phase separation tempera-
ture. The ﬁgure also illustrates that SEBS 1537, 1652 and 1657 show
microphase separation at 136 C, 130 C and 122 C respectively.
The temperature as well as kinetic of microphase separation is
enhanced with increasing polystyrene content.
From the thermodynamic point of view, block copolymers with
higher PS content are expected to exhibit higher microphase sep-
aration temperature with enhanced kinetic of microphase separa-
tion due to the enhanced segmental incompatibility, which is in
favor of microphase separation process.
It should also be noted that the block copolymer with lamellar
morphology tends to the same storage modulus values of block
copolymer with cylindrical morphology. This can be attributed to
strong three-dimensional network structure formed for cylindrical
block copolymer compared to lamella block copolymer.
Fig. 7(a,b) compares the effect of addition of CNT and graphene
on the microphase separation temperature of the sample SEBS
G1657 measured by temperature sweep test. It could be observed
that for both CNT and graphene ﬁlled samples, the addition of
nanoﬁllers promotes microphase separation, and also that the
presence of graphene has a greater inﬂuence on increasing the
kinetics and the temperature of microphase separation tempera-
ture compared to that of CNT, even though the degree of dispersion
of CNT is better than that of graphene. This can be explained in
terms of greater extent of PS segments conﬁnement in graphene
interlayer space, which provides higher potential for PS domain
formation in graphene ﬁlled sample compared to CNT. Such a
conﬁnement of PS segments leads to stretching of polymer chains
and reducing the number of chain conformations. Hence, the
enthalpic interactions begin to dominate and a microphase sepa-
rated structure is formed. A similar behavior has also been observed
on the crystalline behavior of nanocomposite samples containing
CNT and graphene nanoplates [30,31].
The results of similar experiments obtained for cylindrical BCP
nanocomposites are shown in Fig. 7c,d. It can be seen that both CNT
and graphene have greater effect on enhancing the kinetic and
temperature of microphase separation of BCP with cylindrical
morphology as compared to BCP with spherical morphology. It can
also be seen that graphene has greater enhancing efﬁciency on
microphase separation temperature.
Due to higher concentration of PS segment in BCP with cylin-
drical microstructure, nanoﬁllers can play more signiﬁcant role in
increasing the segmental incompatibility which leads to faster ki-
netic and higher microphase separation temperature. The greater









effect of graphene on microphase separation compared to CNT
observed for this sample can be attributed to higher extent of chain
conﬁnement between graphene nanoplates.
The results of temperature sweep experiments performed on
SEBS 1537 BCP nanocomposite samples are displayed in Fig. 7e,f. It
could be noted that, in contrast to the other two discussed BCP
samples, the presence of nanoﬁllers doesn't have appreciable in-
ﬂuence on the microphase separation temperature of SEBS 1537
BCP. Table 1 list the microphase separation temperatures of all the
samples analyzed in this work.
As discussed before, preferential interaction of nanoﬁllers with
PS segments would increase the segmental incompatibility which
is in the favor of microphase separation. However, due to this kind
of interaction, the motion of PS segments is dramatically restrained
and chains lose their ability to form microdomain structures. Thus,
according to the two opposing effects, the microphase separation
ability of BCP remains unchanged.
3.4. Transient ﬂow measurement
The BCPs nanocomposite materials containing anisotropic
nanoparticles could undergo dramatic changes in their structure in
response to external ﬂow ﬁeld. In addition to aligning the BCP
Fig. 5. Storage modulus as a functional frequency for (a) SEBS 1657, (b) SEBS 1652, and (c) SEBS 1537 nanocomposites containing graphene. All measurements were carried out at
220 C.
Fig. 6. Storage modulus versus temperature for neat block copolymers (SEBS 1657,








domains, the applied shear deformation can also induce the
orientation of incorporated anisotropic nanoparticles.
The ﬂow induced orientation of nanoﬁllers and PS domains are
two interrelated and yet complicated processes that can play a
signiﬁcant role on determining the kinetic and the extent of
structural recovery of ﬁlled samples. In order to explore some un-
derstanding about this effect, the transient test comprising start up
ﬂow test followed by immediate time sweep test after cessation of
ﬂow as described in the experimental section [32e34]. These
rheological measurements provide precious information on the
state of structural recovery during rest.
Fig. 8a shows the results of shear stress versus time measured at
constant shear rate 1 s1 for neat 1652 BCP and CNT containing
nanocomposites. As can be seen, the neat BCP exhibits pronounced
stress overshoot followed by a quick reduction to steady state shear
stress. This behavior implies a three-dimensional type micro-
structure due to PS domains interconnectivity, which could ther-
modynamically persist up to 220 C although with weaker
Fig. 7. Storage modulus versus temperature for SEBS G1657 nanocomposite samples containing a) MWCNT, b) graphene, SEBS G1652 nanocomposite samples containing c)
MWCNT, d) graphene, SEBS 1537 nanocomposite samples containing e) MWCNT and d) graphene.
Table 1
Microphase separation temperature of nanocomposite samples.
Block Copolymer Grade Microphase Separation Temperature
Neat BCP BCP containing CNT BCP containing Graphene nanosheets
0.05 wt% 0.25 wt% 0.5 wt% 0.05 wt% 0.1 wt% 0.25 wt% 0.5 wt%
SEBS G1657 122 C 122.21 C e 127 C 122.9 C e e 126.75 C
SEBS G1652 130 C e 133.7 C 138.05 C 135.53 C 137.08 C 140.06 C 144.31 C








strength. The CNT ﬁlled samples exhibit stronger stress overshoot
and higher steady state stress, whose extent enhances with
increasing CNT content.
The fact that CNT induce enhancing effects on stress over-
shooting can be attributed to strengthening of a special 3D network
microstructure which could be generated either by CNT network
structure or a stronger 3D network of block copolymer domains
caused by nanoﬁllers/domain interaction. The block copolymer
segments conﬁned between CNTs can form domains with stronger
interfacial interaction with CNTs.
The higher steady state stress observed for CNT ﬁlled sample
indicates that 3D network has not fully destroyed under the applied
shear rate. This indicates an enhanced 3D structure of nanoﬁlled
samples as compared to unﬁlled sample due to stronger connection
between domains in vicinity of CNTs, which support the above
described mechanism.
In order to provide more insight into understanding the struc-
tural evolution of BCP nanocomposites, the time sweep experi-
ments were performed on the samples after cessation of ﬂow.
Fig. 8b,c shows the recovery of storage modulus versus annealing
time for the neat SEBS 1652 BCP and its nanocomposites containing
CNT. It can be noticed that neat BCP exhibits a slow recovery rate at
the beginning followed with a faster rate at longer annealing time.
AS can be seen in Fig. 8, the results also show that an addition of
CNT to BCP leads to higher initial storage modulus compared to
neat BCP and slower kinetic of restructuring, whose extent
enhances with increasing CNT content.
In the case of neat BCP, randomization of domains takes place at
short initial time by Brownian motion mechanism. After reor-
ientation of nanodomains, the 3D network structure between
reoriented domains would be formed, leading to a faster growth of
the storage modulus.
The higher initial value of the storage modulus of nano-
composite samples is due to the incomplete structural breakdown
during ﬂow, according to a strong 3D network formed by CNT and
block copolymer domains. Slower development of structures in
nanocomposite samples indicates that the average relaxation time
required increases by the presence of CNT, hence Brownian forces
could not be the only involved mechanism. On the other hand,
strong interfacial interaction between CNTs and the neighboring
BCP domains play a signiﬁcant role in structural reconstruction
under quiescent condition. This phenomenon would explain the
slowing effect of CNT on the kinetics of the structural evolution,
whose extent becomes more obvious by increasing the CNT con-
tent. This is due to the increasing number of conﬁning PS domains,
which play a signiﬁcant role in strengthening of CNT/BCP structure.
It could also be observed that the nanocomposite sample contain-
ing 0.5 wt CNT exhibits a fast recovery of storage modulus at the
initial stage. This suggests that there are some non-interacting CNT
particles, restricted by BCP domains.
The results of similar experiments obtained for cylindrical BCP
containing graphene nanosheets are shown in Fig. 9. The similar
Fig. 8. a) Stress as a function of time, b) Storage and Loss modulus recovery, c) Normalized Storage Modulus after cessation of ﬂow with shear rate of 1 s1 for SEBS 1652








behavior could be observed to that of CNT/BCP nanocomposites.
However, the results indicate that the presence of graphene
nanosheets in BCP leads to higher stress overshoot and steady state
stress in startup ﬂow experiment followed by higher value of
storage modulus after cessation of ﬂow and slower kinetic of
restructuring in comparison to CNT ﬁlled samples.
The above results reveal the fact that graphene nanosheets have
stronger effect on strengthening the network of BCP nano-
composites than CNT, according to the stronger conﬁnement effect
of graphene nanosheets, which results in higher stress overshoot
and also incomplete structure breakdown during ﬂow.
Additionally, the reorientation motion of graphene and BCP
domains is signiﬁcantly restrained by the interaction between
graphene and neighboring BCP domains and the escape of BCP
domains and graphene nanosheets from cages formed by their
neighbors via Brownian motion would be remarkably restricted.
3.5. Dynamic mechanical thermal analysis
DMTA is a method of analysis that is widely used to determine
the materials' properties as a function of temperature. The ratio of
viscous modulus to elastic one (tand ¼ E’’/E0) is characterized as
damping factor. The temperature associated to the peak in damping
factor versus temperature plot is an indication of transition in
material due to the molecular motion.
Fig. 10a shows the results of damping factor (tan(d)) vs.
temperature for neat BCPs with different PS content (SEBS 1657,
SEBS 1652 and SEBS 1537). It can be observed that BCPs exhibit two
distinct peaks at around 30 C and 80e100 C which are attrib-
uted to the glass transition temperature of EB (ethylene-buthylene)
domains and PS domains, respectively. These results also show an
additional damping peak at around 40e50 C corresponding to the
damping of the interphase region. Interestingly, the interphase
damping temperature is almost the same for all three BCP samples,
while the damping value increases with increasing the PS content
of BCP.
This interphase is a transitional region between adjacent pure
PS and EB domains where the chain segments of both blocks
coexist. According to Zhou et al. [35], small weak crystalline of EB
segments exists within both EB domains and phase interphase. At
the interphase region, these EB crystallines are surrounded by PS
chain segments. As these weak crystals of EB segments melt at
around 25e55 C, chain segmental movement of the surrounding
PS segments occurs within phase interphase which leads to a peak
of tan(d) at the above-mentioned temperature.
As is evident, by enhancing the PS content in BCP, the area and
the height of tan(d) of the interphase region would be increased,
while the corresponding area of PS domains would be decreased.
From the above-mentioned results, one could easily realize that in
BCPwith higher PS content, more PS chain segments are likely to be
restricted in interphase region instead of arrangement in PS
domains.
Fig. 9. a) Stress as a function of time, b) Storage and Loss modulus recovery and c) normalized storage modulus after cessation of ﬂow with shear rate of 1 s1 for SEBS 1652








From the results of temperature sweep test discussed above, it
was explained that increasing the PS content of BCP acts in the favor
of thermodynamic incompatibility, which in turn promote the
tendency as well as the kinetics of microphase separation. How-
ever, this argument is applicable for isothermal condition, while the
room temperature cooling used in the present paper (non-
isothermal condition, the prepared samples were subjected to
room temperature immediately after processing at the temperature
of 220 C) may be too fast for microphase separation of BCP con-
taining high PS content. In this way, a fraction of PS segments may
be trapped in the interphase region as the result of incomplete
microphase separation. In other words, kinetic parameters domi-
nate the phase separation process.
Fig. 10 also exhibits tan(d) vs. temperature for BCP nano-
composite samples containing 0.5 wt% MWCNT or graphene
nanosheets. It could be observed that the addition of nanoﬁllers
results in reducing in the area of tan(d) of interphase region and PS
domains.
The presence of nanoﬁllers could inﬂuence BCP microphase
separation in different manner based on the thermodynamic
(entropic and enthalpic) interactions of nanoﬁllers with BCP seg-
ments. There are three possible mechanisms to explain the afore-
mentioned data:
i) Preferential interaction of nanoﬁllers with one of the two
segments leads to increasing the segmental incompatibility
of BCP. This increased interfacial interaction can also result in
decreasing the entropic energy of the system through
slowing down the segmental motion. These two effects
promote microphase separation. Improved microphase sep-
aration drives more PS segments to be arranged in PS do-
mains instead of interphase region. Therefore, PS chain
segmental movement would be more restrained. In this case,
the area of tan(d) of both interphase region and PS domains
would be decreased due to lower content of PS segments in
interphase region and also restriction of segments in PS
domains, respectively.
ii) Hindrance effect of incorporated nanoﬁllers could result in
disordering of polymer chains and reducing the PS domain
formation resulting in higher area of tan(d).
iii) Nanoﬁllers could also have negligible inﬂuence on BCP
microphase separation. However, the preferential in-
teractions of nanoﬁllers with BCP segments would render
the chain segmental movement and reduce the area of tan(d)
of the corresponding domains.
From the above-mentioned mechanisms and observed DMTA
results discussed earlier (decreasing the area of tan(d) of interphase
Fig. 10. tan d versus temperature for a) neat block copolymers (SEBS 1657, SEBS 1652, and SEBS 1537), (b) SEBS 1657, (c) SEBS 1652, and (d) SEBS 1537 block copolymers nano-








region and PS domain), we can conclude that nanoﬁllers could not
preclude BCP phase separation (second mechanism).
From the thermodynamic point of view, PS segments are more
susceptible to interact with both types of nanoﬁllers (MWCNT and
graphene). Enthalpically, the greater afﬁnity of PS segments with
nanoﬁllers stems from intermolecular interaction of conjugated p
electron of PS segments with electron rich molecules of MWCNT or
graphene nanoplates. Entropically, nanoﬁllers cause stretching of
polymer chains in the vicinity of nanoﬁllers. Ginzburg considered
this entropic contribution as “entropic surface tension” which is
insensitive to the nature of chains [36]. Consequently, adsorption of
PS segments on the surface of nanoﬁllers would be preferred due to
the aromatic, rigid-like nature of PS chains, which undergo less
stretching in the vicinity of nanoﬁllers' surface in comparison with
the ﬂexible EB rubbery segments which encounter more entropic
penalty in backbone.
The preferential interactions of PS segments with nanoﬁllers
imply that, if the third mechanism is applicable, SEBS 1537 nano-
composite samples should display a higher reduction in the area of
tan(d) of the interphase region in comparison with the other two
BCP nanocomposite samples due to the higher content of PS which
could interact with nanoﬁllers (stronger interaction with nano-
ﬁllers, lower mobility of PS segments).
Following the aforementioned discussion, it could be concluded
that nanoﬁllers enhance the ability of BCP to microphase separate
and form distinct domains, which is in complete agreement with
temperature sweep results.
Furthermore, it could be observed that nanoﬁllers could not
dramatically inﬂuence the microphase separation of SEBS 1537. It
can be seen that incorporation of nanoﬁllers results in a slight
decrease in the area of tan(d) of the interphase regionwhile shifting
the peak position to the higher temperature. As it was indicated in
temperature sweep experiment (Fig. 7), considerable interaction of
PS segments in SEBS 1537 BCP (containing 60 wt% PS) with nano-
ﬁllers could have two opposing effect on phase separation process.
Accordingly, nanoparticle could not induce any noticeable inﬂu-
ence on BCPmicrophase separation. Hence, only a slight decrease in
the area of tan(d) of the interphase region is observed. However,
slower dynamic of PS segments in the interphase region caused by
strong interactions between PS segments and nanoﬁllers leads to
shifting the interphase peak position to higher temperatures. It is
worth noting that according to the enhanced conﬁnement effect of
graphene nanosheets in comparison with MWCNT, the interphase
peak position of graphene ﬁlled BCP shifts to higher temperature.
In order to investigate the effect of annealing, BCP samples (SEBS
1652 and SEBS 1537) were annealed in vacuum oven at 130 C
overnight.
The results of tan(d) vs. temperature obtained for neat BCPs
having been annealed are shown in Fig. 11. By a close look at the
results, one can easily recognize that annealing inﬂuences all three
damping peaks, increasing the area of ﬁrst peak associated to EB
domains while decreasing the area of tan(d) of the interphase re-
gion and PS domains with shifting the interphase peak position to
higher temperatures.
It is well-documented that thermal annealing could allow the
polymer chains to be arranged in their thermodynamically equi-
librium morphology.
Here, it could be observed that the annealing results in pro-
moting microphase separation. However, as seen, it is improbable
for BCP samples to attain their equilibrium structure by pulling out
all the PS segments from interphase region. Therefore, a fraction of
PS segments would remain in interphase region. Annealing could
also facilitate restructuring of PS segment units within interphase
region and PS domains.
Such slightly enhanced microstructural development and also
local PS segmental arrangement leads to constraining the PS chain
segments. Consequently, the interphase peak position shifts to
higher temperature and the area of tan(d) of the interphase region
and PS domains decrease. The increase in the area of ﬁrst peak
could be attributed to the larger number of EB segments in the
rubbery EB domain due to the improved microphase separation.
Moreover, by comparing the DMTA result of annealed SEBS 1537
BCP with that obtained for annealed SEBS 1652 BCP, it could be
realized that the annealing has no appreciable effect on promoting
the microstructure and also restructuring of PS segments. This
behavior indicates that the temperature used for annealing SEBS
1537 BCP is not high enough to improve phase separation and
reorganization of PS segments. This result is in complete agreement
with that discussed in temperature sweep experiment (Fig. 6). As it
was observed, SEBS 1537 BCP exhibits microphase separation
temperature at 136 Cwhich is well above the temperature used for
annealing in this experiment. Hence, thermodynamic forces are not
strong enough to complete microphase separation.
The results of similar experiments performed on BCP nano-
composite samples after being annealed are shown in Fig. 12. The
annealing exhibited a similar inﬂuence on the behavior of nano-
composite samples as to that of neat BCPmatrix. Increasing the area
of tan(d) of EB domain while decreasing the area of tan(d) of PS
domain and shifting the position of interphase region peak to
higher temperatures are all associated to the development of
microphase separation and local restructuring of PS segments. It
should be noted, however, that the area of tan(d) of interphase
region remains unchanged after annealing. These results conﬁrm
the previously discussed mechanism (Fig. 7), i.e., that incorporation
of nanoﬁllers can enhance themicrophase separation of BCP and let
the BCP to reach its thermodynamically equilibrium structure.
Consequently, annealingwouldmainly reorganize the arrangement
of PS segments in interphase region and PS domains.
4. Conclusions
The present study describes a comprehensive study on the
microphase separation behavior of BCP/NP composites. To the best
of our knowledge, this is the ﬁrst attempt to extensively compare
BCP morphologies of the same chemical composition (SEBS with
spherical, cylindrical and lamella structure), with nanocomposites
obtained by adding sheet-like and tube-shaped nanoﬁllers (gra-
phene and CNT). The nanocomposites have been prepared by melt
compounding. TEM images of ultracryomicrotome-sliced samples
conﬁrm the good dispersion of the nanoﬁllers into the BCP
matrices, while SAXS spectra conﬁrm that themicrostructure of the
BCP is not affected by the presence of the nanoﬁllers.
Melt linear viscoelastic experiments proved to be capable of
providing great insight into understanding the involved mecha-
nisms of nanoﬁllers' dispersion in matrix. The results indicate that
in nanocomposite samples containing CNT, high thermodynamic
afﬁnity between CNT/matrix and also low matrix viscosity is
needed to facilitate the diffusion of matrix chains in to CNT ag-
gregates and their dispersion. However, in graphene ﬁlled samples,
the extent of graphene intercalation is highly dependent on matrix
viscosity and therefore the extent of convective forces applied to
system during melt mixing.
Temperature sweep measurements indicate that the addition of
nanoﬁllers enhances the microphase separation temperature and
accelerates its kinetic, mainly due to the conﬁnement of BCP seg-
ments. Such conﬁnement restricts the segmental mobility and,
hence the enthalpic energy starts to dominate over the entropic
one and microphase separated structures are formed. Furthermore,
graphene nanosheets show to have more signiﬁcant effect on








Fig. 11. tan d versus temperature for (a) SEBS 1652, and (b) SEBS 1537 block copolymers after being annealed.
Fig. 12. tan d versus temperature for SEBS 1652 nanocomposite samples containing 0.5 wt% a) MWCNT, b) graphene, and SEBS 1537 nanocomposite samples containing 0.5 wt% c)








constrained space in comparison to CNTs.
The orientation and restructuring behavior of BCP nano-
composite samples were examined by transient viscoelastic anal-
ysis. Higher stress overshoot, incomplete structural breakdown
during ﬂow and also slower kinetic of restructuring in nano-
composite samples in comparison with neat BCP implies the exis-
tence of special 3D network microstructure induced by NPs/
domains interactions.
Finally, detailed investigation of DMTA results show that BCP
samples exhibit three peaks associated to the damping of EB do-
mains, interphase region and PS domains. The ﬁndings show that
incorporation of nanoﬁllers reduces the damping of interphase
region, mainly due to the enhanced ability of BCP microphase
separation. As evidenced by DMTA, thermal annealing results in the
development of BCP microphase separation as well as local
restructuring of PS segments existing within interphase region and
PS domains.
The insights gained from this study clarify the inﬂuence of two
important parameters on the BCP microphase separation behavior:
the relativeweight of BCP segments (themorphological structure of
BCP), and NPs geometry.
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